NOTE:

1. THE CONTRACTOR SHALL REFER TO THE ROW SPECIAL CONDITIONS REPORT FOR PERMANENT EASEMENT LIMITS AND OTHER ROW CONDITIONS.

2. LOCALIZED GRADING MODIFICATIONS MAY BE REQUIRED TO PROTECT TREES FROM DAMAGE OR REMOVAL, AS DIRECTED BY THE ENGINEER.
NOTE:

1. THE CONTRACTOR SHALL REFER TO THE ROW SPECIAL CONDITIONS REPORT FOR PERMANENT EASEMENT LIMITS AND OTHER ROW CONDITIONS.

2. LOCALIZED GRAADING MODIFICATIONS MAY BE REQUIRED TO PROTECT TREES FROM DAMAGE OR REMOVAL, AS DIRECTED BY THE ENGINEER.
NOTE:

1. THE CONTRACTOR SHALL REFER TO THE ROW SPECIAL CONDITIONS REPORT FOR PERMANENT EASEMENT LIMITS AND OTHER ROW CONDITIONS.

2. LOCALIZED GRADING MODIFICATIONS MAY BE REQUIRED TO PROTECT TREES FROM DAMAGE OR REMOVAL, AS DIRECTED BY THE ENGINEER.
NOTE:

1. The Contractor shall refer to the ROW Special Condition Report for Permanent Easement Limits and Other ROW Conditions.

2. Localized grading modifications may be required to protect trees from damage or removal, as directed by the Engineer.
NOTE:
1. THE CONTRACTOR SHALL REFER TO THE ROW SPECIAL CONDITIONS REPORT FOR PERMANENT EASEMENT LIMITS AND OTHER ROW CONDITIONS.
2. LOCALIZED GRADING MODIFICATIONS MAY BE REQUIRED TO PROTECT TREES FROM DAMAGE OR REMOVAL, AS DIRECTED BY THE ENGINEER.
DIRECTED BY THE ENGINEER.

TO PROTECT TREES FROM DAMAGE OR REMOVAL, AS LOCALIZED GRADING MODIFICATIONS MAY BE REQUIRED AND OTHER ROW CONDITIONS.

CONDITIONS REPORT FOR PERMANENT EASEMENT LIMITS THE CONTRACTOR SHALL REFER TO THE ROW SPECIAL CONDITIONS REPORT FOR PERMANENT EASEMENT LIMITS AND OTHER ROW CONDITIONS.

NOTE:
1. THE CONTRACTOR SHALL REFER TO THE ROW SPECIAL CONDITIONS REPORT FOR PERMANENT EASEMENT LIMITS AND OTHER ROW CONDITIONS.

2. LOCALIZED GRADING MODIFICATIONS MAY BE REQUIRED TO PROTECT TREES FROM DAMAGE OR REMOVAL, AS DIRECTED BY THE ENGINEER.
NOTE:
1. THE CONTRACTOR SHALL REFER TO THE ROW SPECIAL CONDITIONS REPORT FOR PERMANENT EASEMENT LIMITS AND OTHER ROW CONDITIONS.
2. LOCALIZED GRADING MODIFICATIONS MAY BE REQUIRED TO PROTECT TREES FROM DAMAGE OR REMOVAL, AS DIRECTED BY THE ENGINEER.
NOTE:
1. THE CONTRACTOR SHALL REFER TO THE ROW SPECIAL CONDITIONS REPORT FOR PERMANENT EASEMENT LIMITS AND OTHER ROW CONDITIONS.
2. LOCALIZED GRADING MODIFICATIONS MAY BE REQUIRED TO PROTECT TREES FROM DAMAGE OR REMOVAL, AS DIRECTED BY THE ENGINEER.
NOTE:
1. THE CONTRACTOR SHALL REFER TO THE ROW SPECIAL CONDITIONS REPORT FOR PERMANENT EASEMENT LIMITS AND OTHER ROW CONDITIONS.

2. LOCALIZED GRADE MODIFICATIONS MAY BE REQUIRED TO PROTECT TREES FROM DAMAGE OR REMOVAL, AS DIRECTED BY THE ENGINEER.
NOTE:
1. THE CONTRACTOR SHALL REFER TO THE ROW SPECIAL CONDITIONS REPORT FOR PERMANENT EASEMENT LIMITS AND OTHER ROW CONDITIONS.
2. LOCALIZED GRADING MODIFICATIONS MAY BE REQUIRED TO PROTECT TREES FROM DAMAGE OR REMOVAL, AS DIRECTED BY THE ENGINEER.
NOTE:

1. THE CONTRACTOR SHALL REFER TO THE ROW SPECIAL CONDITIONS REPORT FOR PERMANENT EASEMENT LIMITS AND OTHER ROW CONDITIONS.

2. LOCALIZED GRAVING MODIFICATIONS MAY BE REQUIRED TO PROTECT TREES FROM DAMAGE OR REMOVAL, AS DIRECTED BY THE ENGINEER.

DIRECTED BY THE ENGINEER.

TO PROTECT TREES FROM DAMAGE OR REMOVAL, AS LOCALIZED GRAVING MODIFICATIONS MAY BE REQUIRED AND OTHER ROW CONDITIONS.
NOTE:

1. THE CONTRACTOR SHALL REFER TO THE ROW SPECIAL CONDITIONS REPORT FOR PERMANENT EASEMENT LIMITS AND OTHER ROW CONDITIONS.

2. LOCALIZED GRADE MODIFICATIONS MAY BE REQUIRED TO PROTECT TREES FROM DAMAGE OR REMOVAL, AS DIRECTED BY THE ENGINEER.